
OUTSIDE BROADCAST FLEET



OB1 is our largest OB vehicle in our fleet, capable of working to a high spec across large scale events 
and high profile national events. Recent credits include, Trnsmt, Belladrum, Scottish Cup Final, Scotland 
Men’s International Football, World Pipe Bands Championships, the Mod and Ceilidh na Bliadhn’ Ùire . 
Talk to us about what our OB fleet can do for you.

VIDEO
Up to 24 System cameras 
Cabling for 6 x EVS Machines 
SAM Snell 800 288 x 312 Router With 4 integrated Multiviewer Cards 
Sony XVS7000 3 M/E Vision Mixer 8 Keyers per M/E plus additional 
Satellite Panel
Stageracer Optical Solution
Multidyne Optical Solution
Python Optical Solution

AUDIO
Audio Console
Faders
Channels
Busses
Surround 5.1
Analog 1/0
AES I/O
Dante
Router
Deployable I/O	

Calrec Artemis Beam 
48
340
16 Main, 48 Groups, 32 Aux
2 x Axon Dolby E 
48 Mic/Line, 40 Line inputs 
70 AES Inputs and outputs
144/144
Hydra 2 Integral 8192 router
5 x Hydra 24/8 stage boxes

COMMUNICATION SYSTEM
Talkback Matrix
Talkback System

Wireless Comms

UHF Talkback
IP Comms

Riedel 128 
18 x Riedel 1000 series panels with 3 x 
1016 deployable can be increased to 16
8 x Riedel Bolero Beltpacks with 
3 deployable antenna
4 x Tait 7100 semi-duplex basestations
8 x Riedel VoIP 4 wire ports, 1 x Briclink II 

VT SPEC
Wired for up to 6 x EVS Channel Max
EVS XFile
Hyperdeck recording capability
Configurable operating area with the option of splitting to three separate 
areas

PARKING AND POWER
Power 1 x 3phase 125Amp CEEFORM
OB1 Dimensions when expanded 14.8m x 4.5m
Support vehicles include Camera Van and Cable Tender
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Meet OB2 and OB3, BBC Scotland’s compact outside broadcast trucks, designed to produce high quality 
content in a flexible way. OB2 is our 8 camera Outside Broadcast Facility. OB3 offers additional production 
space, plus replay or graphics positions. Both vehicles are LEZ compliant, as is our equipment tender.
 
Talk to us about how OB2, OB3 and our experienced BBC craft team, can best meet your production needs.

VIDEO
Camera Capacity
EVS Channel Capacity
Hyperdeck Capacity
Video Router
Vision Mixer	
Inputs
Multi Viewers
ME Busses
Aux Outputs
Clean Outputs

Up to 8 full system camera channels
12
8
Blackmagic Video Hub 72 x 72
Ross Carbonite TD2
24
4
2 ME and 2 Mini ME (Including PGM)
6
2 - PGM and ME1

AUDIO
Audio Console
Faders
Channels
Buses
Analog 1/0
Dante
Router

Yamaha DM7C with broadcast software
12 + 4
72 Mono
48 Mix + 12 Matrix + 2 Stereo
16/16
144/144
All audio routed on the Dante network, 
all analogue converted via Ferrofish

COMMUNICATION SYSTEM
Talkback Matrix
Talkback System

Wireless Comms
Bolero belt packs
UHF Talkback Transmitter

RTS ODIN intercom - 32 Ports
RTS Telex panels. 3 in OB2, 
4 in OB3 and 1 deployable
Standalone Bolero, 6 x 4-wires
3 as standard, can be increased to 10
1

STAGE BOX DELIVERY SYSTEM
4 x Telecast SHED HDX Camera Fibre Delivery
1 x Rio1608-D2
1 x Stageracer with 8 video, 2 network ports and 16/16 audio xlrs
1 x 24 port Netgear switch 
12 core fibre OpticalCon MTP connectivity

LIVE BROADCAST DELIVERY

PARKING AND POWER
OB2

OB3

7.13m x 2.1m
3.7m
3 x 16A, 30A load in total - not using the satellite

6m x 2.7m
2.9m
2 x 16A, 12A load in total
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Comrex Briclink IP codec (2 audio channels)
OBE Encoders and Decoders
Starlink
2 Path WMT
1 KU Sat
SNG Uplink with 3 video paths and 2 Sat Comms



Big sound. Built to deliver the largest audio productions.

A mobile sound facility engineered to carry out the most demanding and large scale recorded and live 
productions, with staff experienced in delivering headline festival stages and world class classical music.

SOUND A

VEHICLE
18T rigid chassis
Spacious mix and rear engineering areas
Guest space with sofa + seating
16A or 63A dual power input

AUDIO MIXING AND ROUTING
Digico SD7B + EX007 expander (76 faders, 254 channels)
Waves Soundgrid & UAD Live Rack
Bricasti, SSL, API & Rupert Neve outboard
Barefoot MM27 main monitors

STAGE DELIVERY / VIDEO
Redundant Optocore loop to stage (SM-HMA)
Mux22 CWDM: HD-SDI, Dante & network between truck + stage
2× SD racks (112 lines from stage)
Dual MADI or Dante return via SRC

RECORDING
144-channel Reaper system
Additional Reaper machine for stems
QLab play-in
4× Tascam stereo recorders
BMD Hyperdeck

COMMS
Riedel Artist 64
Riedel Bolero (8 packs)

NETWORK
Netgear M4250 AV network in truck and stageboxes for AOIP and Bolero

RECENT CREDITS
Glastonbury Other Stage
Main Stage TRNSMT
Reading Festival
BBC Scotland Burns Night
Hoolie at the Hydro
BBC Edinburgh Festival Coverage
Na Trads
Usher Hall @ Edinburgh International Festival

2.5m

10.84m



VEHICLE
7.5T chassis
Double-skinned, acoustically isolated box by Megahertz & Spectra
6m manual hydraulic mast
Auto-levelling jacks
Large producer desk area
Victron battery UPS - up to 6 hours off-grid
16A or 63A power input (can run on 13A domestic if needed)

AUDIO MIXING AND ROUTING
Yamaha RIVAGE PM10 - 144ch 36Fader
Fourier Audio VST3 plugin processor
Outboard from Smart Research, Rupert Neve, Bricasti
Barefoot MicroMain27 monitors

RECORDING
512ch Reaper Multitrack
128ch backup Reaper
QLab play-in system

AUDIO CODECS
COMREX Access and 2 x Bric Link
Tieline Merlin+ dual stereo and dual mono audio over IP codec
Glensound 4G TBU

COMMS
Riedel Artist 64 (Dante backbone)
Riedel Bolero (up to 14 packs)
Motorola UHF basestations w/ Riedel integration
High-power Wisycom RF

RECENT CREDITS
Glastonbury Park Stage
King Tut’s Stage TRNSMT
BBC Alba Hogmanay
BBC Céilidh Na Bliadhn’ Ùire
BBC Quay Sessions
Radio 2 at the Quay

VIDEO INFRASTRUCTURE
HDSDI Vision
55” 4K OLED multiview

Compact footprint. Big capability. Built for broadcast.

Sound B  is a powerful compact mobile sound unit tailored for dynamic, IP-driven production. Designed to 
go where larger trucks can’t, it delivers premium audio with full Reaper recording and versatile comms and 
connectivity. Whether it’s a festival stage, radio OB in a town centre or supporting our wider TV fleet, Sound 
B is capable of delivering complex audio production in a footprint that will fit anywhere.

2.4m

7.6m

SOUND B



2.7m

6m

VEHICLE
3.5T Citroën panel van
Victron UPS battery system (up to 8h autonomy)
Operates from a single 13A supply

AUDIO MIXING AND ROUTING
Yamaha DM7EX (120ch) + 30-fader surface + TIO stage boxes
Barefoot Footprint 01 monitors
Waves SuperRack on Mac Mini

STAGE DELIVERY / VIDEO
All-IP delivery via singlemode fibre
Yamaha RIO/TIO stageboxes
MADI + Dante backhaul with SRC

RECORDING
128ch Reaper recording/playback via Dante
QLab play-in system

AUDIO CODECS
COMREX Access stereo audio over IP codec
COMREX BRICLINK dual mono audio over IP codec.
Tieline Gateway 4 stereo + dual mono audio over IP codec.

COMMS
Riedel Artist 32 (Dante matrix)
Bolero DECT wireless system (up to 8 belt packs)

RECENT CREDITS
Breaking the News
Radio 1 Dance
O2 Live from the Highlands for Sofar Sounds / Spiritland Productions
Any Questions for Radio 4
Radio 3 Breakfast Tour
Queen’s Hall @ Edinburgh International Festival
HebCelt
Live TX from TRNSMT
BBC Three New Comedy Awards
Asian Network Comedy
Large range of News OBs

VIDEO INFRASTRUCTURE
50” 4K OLED multiview
BirdDog PTZ camera

Ultra-compact. Fully loaded. Built for broadcast.

Sound C packs serious broadcast power into a 3.5T footprint. Built around the Yamaha DM7-EX and fully 
networked via Dante, it’s designed for fast, flexible deployment - ideal for tight spaces, quick turnarounds, 
and high-spec productions. With Riedel comms, Waves processing, and BBC expertise at the helm, Sound C 
delivers rock-solid results.

Talk to us about how Sound C and how our experienced BBC team can support your next production. 

SOUND C
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Visit our website

http://bbcops.co.uk

