
OUTSIDE BROADCAST FLEET



Meet OB2 and OB3, BBC Scotland’s compact outside broadcast trucks, designed to produce high quality 
content in a flexible way. OB2 is our 8 camera Outside Broadcast Facility. OB3 offers additional production 
space, plus replay or graphics positions. Both vehicles are LEZ compliant, as is our equipment tender.
 
Talk to us about how OB2, OB3 and our experienced BBC craft team, can best meet your production needs.

VIDEO
Camera Capacity
EVS Channel Capacity
Hyperdeck Capacity
Video Router
Vision Mixer	
Inputs
Multi Viewers
ME Busses
Aux Outputs
Clean Outputs

Up to 8 full system camera channels
12
8
Blackmagic Video Hub 72 x 72
Ross Carbonite TD2
24
4
2 ME and 2 Mini ME (Including PGM)
6
2 - PGM and ME1

AUDIO
Audio Console
Faders
Channels
Buses
Analog 1/0
Dante
Router

Yamaha DM7C with broadcast software
12 + 4
72 Mono
48 Mix + 12 Matrix + 2 Stereo
16/16
144/144
All audio routed on the Dante network, 
all analogue converted via Ferrofish

COMMUNICATION SYSTEM
Talkback Matrix
Talkback System

Wireless Comms
Bolero belt packs
UHF Talkback Transmitter

RTS ODIN intercom - 32 Ports
RTS Telex panels. 3 in OB2, 
4 in OB3 and 1 deployable
Standalone Bolero, 6 x 4-wires
3 as standard, can be increased to 10
1

STAGE BOX DELIVERY SYSTEM
4 x Telecast SHED HDX Camera Fibre Delivery
1 x Rio1608-D2
1 x Stageracer with 8 video, 2 network ports and 16/16 audio xlrs
1 x 24 port Netgear switch 
12 core fibre OpticalCon MTP connectivity

LIVE BROADCAST DELIVERY

PARKING AND POWER
OB2

OB3

7.13m x 2.1m
3.7m
3 x 16A, 30A load in total - not using the satellite

6m x 2.7m
2.9m
2 x 16A, 12A load in total
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OB2 

OB3 

7.13m

2.1m

2.7m

6m

OB2

OB3

Comrex Briclink IP codec (2 audio channels)
OBE Encoders and Decoders
Starlink
2 Path WMT
1 KU Sat
SNG Uplink with 3 video paths and 2 Sat Comms



Visit our website

http://bbcops.co.uk



